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SERVICE AND TRAINING AMMUNiTiON 



The SKS and AK riOe fmcsthe 7,C2x39mm round, M1943. The rounds have 
valuing coostniction depending upon ihcir purpose. The weight of the bullets and 
their muzzle velocity are selected so that firing with the different bullets can be 
conducted with the same sight settings. Ammunition is divided into service and 
auxiliary types. 

1* Servtce aiiniunftlon and its use 



Sorvfce amnunitlon 1s divided Into ball cartridges and special 
purpose cartridges. 

Sail anmunitlon Is used to engage enemy personnel. 

Special anmunitlon, depending upon Its construction. Is designed 
for target Indication and correction of flre^ igniting fuel and highly 
Inflanmable objects* and for destroying lightly armored targets. 

Tracer cartridges are designed for target Indication, fire adjust- 
ment, signal purposes and engaging personnel. Tracer bullets can ig- 
nite straw roofs, dry grass, etc. The path of the bullet Is Indicated 
by a red flame. The flame can be seen for a distance of 700 meters. 

AP- Incendiary cartridges are used to destroy fuel (kerosene, gaso- 
line) and for destroying targets protected by thin armor plating at 
ranges up to 300 meters. 

Incendiary cartridges are used to destroy fuel In iron tanks up to 
3 mllTImeters thick. Incendiary cartridges also contain a tracer ele- 
ment. The path of the bullet Is Indicated by a red flame which can be 
seen day or night, tt can be seen for a distance up to 7 DO meters. 

Z. Training Aimunltlon, purpose and construction 

Training ammunition Includes drilled and blank 7.^Zm rounds, Ml W3, 

Drilled rounds are designed for training In loading and firing. 

Oh the body or the cartridge case there are longitudinal grooves, and 
Ofi the cartridge case mouth there are marks from the clamping device. 
The primer Is pierced. There Is no propellant In the cartridge case. 

Blank cartridges are designed for simulating fire and are used in 
tactical exercises. There Is no bullet In the blank cartridges. The 
mouth is sealed by a star (rosette) crimp. It Is dangerous to stand 
closer than 10 meters away from the muiile face when blank cartridges 
are being fired. 



INSTRUCTIONS ON DISASSEMBLY 
OF THE SKS RIFLE 



Step 1 : Pull the boll handle to the rear and vtsualy inspect the chamber lo make certain 
that the rifle is unloaded. After doing so, depress the magazine Wkwer and gerrtiy release 
the bolt, lelting it go completely lorward. 

Step 2r. Leaving the hammer cock^, engage the safely lever on "sate". 

Step 3: Rotate the receiver cover connecting pin upward to the verticai position (fig. 1). 
Pull the pin out as ter as possible (fig. 2). 




Stefi 4: Liftt^e recencf ctw off crt the raceivef (1^ 

Step 5: Remove the reooi spring from (he rear erf Itic bolt carrier (fig, 4J. 
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Step 6: PH tt»e tjoft cafrier/boft assembty to the rear of the recewer (fig. 5). Remove 
IheeiTtife assembly 

Step 7: Use a trolet tip to pry up the piston lube ioddno lever (fig. 6|, Rtsitior the 
lewr in a way such that the camming surte located at the frorrt is coripletEJy vertical. 




Step 8: Carefuly raise the handguard as$emb^ and rode it dofMty from side to side until 
it can be puKed away from the gas block (fig. 7). 




%T 



Step 9: Titlhe handguanJ assembly and the pis^ wi side out of the pcsion tube. 

The sequence given abrwe is sufficient to field-strip the rifle lor cteaning and regdaf 
mainienanoe. No further dtsasserrWy is recommended Kfcept tor repair by a qualified 
gunsmith. 



CLEANING THE RIFLE 



Begin wtth the rifle fie^-stripged. Attach the bcxe brush to the cleaniog rod (locaied underneath 
the barrel). Saturate the bore bri^ with gun sohent and push the brush through the 
length of the barrel. The cap of the accessory tube can be used Id protect the crown 
of the muzzle from damage during cleaning (fig. 8). Repeat the procedure with cloth cleaning 
patches soaked h sotveot Wtap the patches around the bore deaoer When ttie fouling 
has been removed, the bore should be wiped dry of solvenl tf you do not intend to 
fire the rifle soon, run a slighijv oied patch through t^ bore for preservaflon. 




Fig. 8 



TUfi bolt boll carrief, pistol, recoil spring and receiver cover should be wiped off with 
a ctean doth. Trie action parte should be ooaiBd with a ight film of oil The gas pfetoi 
and the gas tube should be left clean and dry Pouring oi into the recetver indiscriminateiy 
is not recommended. 

The basic SKS rifle cleaning kit con^ts only of a bore brush, bore ctearw and punch. 
A gas port reamer is not normalty included with the rifle [one is avalable at ejctra cost). 
However; we do recommend that you dean the gas port and the gas blocic area regmarty 
lb do so insert the gas port reamer [or a simlarty-'Shaped tool) into the gas port of 
the rifle (fig. 9). Turn ft dodowse unti the foulng has been removed. 




REMOVING THE TRIGGER MECHANISM 
AND THE MAGAZINE 



Use a bulet tip or a pin pundr to starve the Iriggef mechanism retaining button (fig. 10). 
Once released, the tiig^ assembly can be piied bach from the stock assembly 

With the trigger mechanism remwed, the magazine can be taken out of the skxk by 
simultaneausly puing dcwn and to the rear (Iq^ 




Fiff^Tl 



Fig. IQ 



MOUNTING THE BAYONET 



Begin by siding ttie bayonet handle and Ihe bayonet sprtig o/er ttie tang of the spice 
bs^xteL Push dcwnward on the handle unit the slot for at^chiny the bayonet screw 
is exposed. Hold the bayonet caretuiy in thfe posftw with the muzzle ring tac^ the 
muzzle of the nlte (fig. 12) and insert the bayonet pin into its proper $loi in the bayonet 
kjg. Tqlrten the bayonet pin with a screwdriver of proj^ size. 




Fig. 12 



CcnnectinQ Pin 




Tube Cap 



VQU AI1E RESPONSIBLE FOR FIREARMS SAFETY 

Please lei us remind you Ihat^ as a gun owner, you accept a eel of responsipltties of the 
most demanding nature. How serious ly you carry oul thes« responsibilities can be Ihe 
dlMerence between lite and dealh. Mistakes made with guns are final and cannot be paid 
tor wilh money or regret. PLEASE READ AKO UNDERSTAND THE PROPER HANOLING 
AND instruction PROCEDURES OU TUNED tN THIS BOOKLET BEFORE USING 
YOUR NEW FIREARM 

There is no excuse for careless or abusive handling of any firearm. At all times handle 
this Itraarm with intanse respect for its force and power. 

Please read and praclice Ihe following caul ions: 

1 ALWAYS KEEP the MUZZLE OF YOUR RIFLE POINTED IN A SAFE DJREGTlON 
even ihoygh you are certain Ihe rifle is unloaded. Never point your ritle at anything 
you do not intend to shoot. Be extremely alert and aware of all persons and property 
within the range Of your ammunition. 

z whenever you pjck up your rifle, always open the action and visual. 

ly check the chamber, receiver and magaiine to be certain they do not contain any 
ammunition. 

3. WARNING NEVER TRUST YOUR RIFLE S MECHANICAL “SAFETY" DEVICE The 
word, "safely^ describes a gun‘s trigger block mechanism, sear block mechanism, 
hammer block mechanism or firing pin block mechanism. These mechanical devices 
are designed to place your gun In a SAFER status. No guarantee can be made that 
the gun will noi fire even it the “safe I y“ Is in the “on sa1e“ posifion. 

Like any mechanical device a safely can somelimes fall; it can be iarred or Inadvert- 
ently manipulated into an unsafe condition. Mechanical "safeties"' merely aid sale 
gun handling and are no excuse tor pointing a rMle's muzzle in an unsafe direction. 

While it Is a good idea to ''test” your rMle's mechanical “safety" periodically for 
proper function, NEVER test it while your rifle is loaded or pointed in an unsale 
direction. 

Safe gun handling does not slop with your gun's mechanical “safety" device. Ii 
starts there. Always treat this rifle with the respect due a loaded, ready-tO'fira firearm. 

4 . A LW A YS U N LOAD YOU R R I FLE WH E N N QT I N USE . Youf respOnsibll I ti e s do nol 
end when your ritle Is unei tended. Store your rifle and ammuunition separatety - 
beyond the reach of children. Take all safe guards to insure your gun does not be^ 
come available to untrained, inexperienced or unwelcomed hands. 



5 8eVtfAREOF0ABBELOSSTflUCTIONSfoflheMrelyoU»thyoufrme«ndyoufseH. 
Before you load your rifle. OfMJi t^ie aclioo, 8E SURE NO LIVE ROUND IS IN THE 
CHAMBER OR MAGAZINE - then glance through me barrel lo be sure It Is dear of 
any obstruction. 0e oarelul tiow you carry your rifle Do not per mil the mu£?le to dip 
into mud, snow or water. Do noi Ihrust your barrel through a thIcKel with I he possi 
btlily ol ramming a twig into I he bore. An irvTinlte variety of objecls may inadverh 
ently lodge in a barrel. U takes only a small obsl ruction lo dangerously increase 
pressures. 

Setore the tirsl firing of your rltla, dean the bore wMh a cleaning rod and patch. 
Wipe away any anti-rust compounds in the action'Chamber areas 

6. DO NOT SNAP THE HAMMER ON AN EMPTY CHAMBER ^ THE CHAMBER MAY 
NOT BE EMPTY* Treat every gun with the respect due a loaded gun - even I hough 
you are certain the gun is unloaded. 

7 WHENEVER YOU HAND YOU R RIFLE TO ANOTHER PERSON ALWAYS OPEN THE 
ACTION. Whenever you adcepi a gun from enolher person, open the action if it 
isn't already open, and inspect the chamber and magajtne to be sure all live rounds 
are Cleared 

6. BE SURE OF YOUfi TARGET. Be sure no persons, hvesloch, buildings, or other 
objects are behind or near your target. Be absolufely sure ot target particularly 
during low High I periods. 

9. BE SURE OF YOUR BACKSTOP. Know the range of your ammunilion and be certain 
there is no chance of damage or accident. Never shoot al water or hard objects. 

\ 0. ALWAYS UN LOAD ANY GUN S CH AM BER A N 0 MAG AZi NE BEFORE CROSSING 
FENCE, CLIMBING A TREE. JUMPING A OlTCH or negotiating other obstacles 
Never lean a loaded gun against a fence, tree, car, or similar object. 

1 1. FOR EYE AND EAR PROTECTION we recommend I hat you always wear shooting 
glasses and hearing protection when shooting. 

12. AMMUNITION ■ Your rifle must be used only with cartridges of the correct caliber 
as inscribed on the side of the barrel or receiver 

13. IF YOUR RIFLE FAILS TO FIRE DUE TO A MALFUNCTION OF EITHER RIFLE OR 
AMMUNITION keep I he muzde pointed In e &ate direction and hold this position 
tor a minimum of 30 seconds. Carefully open the action and remove the cartridge, if 
the primer Is indented, it should be disposed ot in a way that can cause no harm. If 
me primer is not indented, your rifle should be examined by a qualilied gunsmith 
and the cause of the malt unci Ion should be corrected before future use 

14. SUPERVISE AND EDUCATE. Stress firearms safely to all members of your tsmily. 
especially to children end nort shooiers. Don't be timid when it comes to gun safety. 
If you observe olher shooters violating safety precautions, politely suggest safer 
handling practices 




NQMEIStCiATURE 

In <;onv«nllorval gun terminology the position and movemer^t o1 gun parts are 
described as they occur with gun horizontal and In normaMliing position: i.e.. the mu^le 
Is forward or front: the bulistocH is rearward or rear: the trigger is downward or 
underneath; the sights are upward or on top. 




STANDARD STOCK 



Rear Sightly 




FOLDING STOCK 



Rear 



Stock 



Figure t 



CAUTION 

Before Firing your rille, make sure there are NO OBSTRUCTIONS in the barrel. Wipe 
away all grease from the dhambar arhd bore ot tbe barret. 



GENERAL OPERATING PROCEDURE 

Your new Model AKS is m gas operated, semi automatic repealing 
rlHe, Wilh cartridges in I he magazine and In ihe ctramber and the safety in I he “OFF 
SAFE" or "FIRE" posilion. the rifle will fire a single round with each successive pull ol 
me If igger until me magazine artd chamber are amply. 

OPERATION OF THE SAFETY 

The safety lever is localed on the righi side ol the receiver. {See ligure 2.) To place the 
ride "ori^ safe" move the lever upward un|H the lever aligns behind the bolt operaimg 
handle (see figure 3) and the letler "S" ia vi sable below the salely lever. To place me rifle 
"off sale" move me lever downward uniil the lever is in correci aiigrtmeni in either 
"C ’Of "F" position. 

CAUTION; The "SAFETY" Should bs kept in Us "ON SAFE posHion ai all tirr>Bs 
eKcep! when actual ty firing ihe fiMe. 




ON SAFE^' safety POSITION 



Figures 



LOADllSiaTHE RIFLE 

The AKS semi autometk power rJit# le supplied wilh a 30 round 
bon magazine adapted to limit the magazines capacity to 5 rounds Additional 
magazmes with 30 round capacity are available aa accessories. 

To road the magazine hord the magazine in one hand while using the other hand to 
carelully insert each cartrldse into Ihe magazine agamst the pressure ol the spring 
loaded follower, un Ml it is reiained by ihe metal rims of the magazine body Care should 
be exercised in positioning each carlridge so tnal its base is to the rear ol the magazine 
If the nose of a carlridge proirudes beyond ihe end of Ihe magazine, il could inierfere 
wrihi insertion of iha magazine. 

To ready Ihe rifle for loading, first insure that the safely lever is in the "ON SAFE " 
position 

Next, hold Ihe rifle in a natural posiMon with the barrel safely pointing at the ground. 
Use either hand to hold Iha rifle al the forearm. Then, in sari the magazine info ihe 
receiver opening in from ol Ihe irigger guard of Ihe rille. A sharp. matalMc clich will 
indicate I hat the magazine is fully inseried and engaged wi|h ihe magazine latch, A 
round may be chambered by placing ihe safely in the off safe" position, drawing the 
boll operating handle fully rearward and allowing i| lo freely relurn to its dosed poslMon. 

Once a round has been chambered, the magazine unit may be removed at any time 
desired for ref lillhg to capacity. 



unloading THE RIFLE 

With the rifle "ON SAFE" end pointed In a sale downward direct Ion release and 
remove the magazine. Nexi place the weapon "OFF SAFE" Grasp the boll operating 
handle and move it smartly lo the rear, thereby exiracUng and ejecting any live round In 
Ihe chamber. As is always good Safely practice, I hen visually inspect the chamber to be 
absolutely sure a round is riol still present. Once this is determlnerJ the bolt may be 
allowed lo close. The magazine may I hen be eilher kept loaded or the cartridges may be 
si ripped from it with the thumb of eilher hand- To unload Ihe magazine merely push 
forward on |he base of each round until It clears the relaining rims. 

REAR SIGHT 

The AKS is provided wi|h a rear sight with graduated adjustmenta 
tl too. 200, 300, aOO, 500, 600, 700 and 000 meters. The leiter O designates baltle setting 
when lime does riol permit sslling iha slide. 

To set the raai sight lor the required graduaMpn. raise the sight real and move the slide 
uniil Ihe Rear Sight Adjusting Block coincides with the desired gradualion on ihe sight 
leal. Ihen release the sight leaf. 

FRONT sight 

Horizontal adjusimeni should be correci at Ihe lime you purchase your AKS rifle 
However, If for your sighting procedure a Slight change appears necessary, a horizontal 
adjuslment may be accomplished by moving the Froni Sight Stud lo the right or lell. The 
Sight Stud Is secured to the Front Sigh! Base by Irictlon fl|. By tapping the Front Sight 
SI ud within the front sight base. It can be moved in Ihe direcMon desired. A non melallic 
material shouid bear against the Front Blghl Stud during lapping to avoid marnng ihe 
finish. In making the lateral adjusimenl. keep this simple rule In mind: ihe front sight 
slud should move the opposite direction Irom mat you wish Ihe point of bullet Impact to 
move. Horizontal adjuslment is a process of iriaE and error using the method described 
above. <See figure4.j 

Vertical adjusimenl may be made using the combination tool prepared as shown In 
figure 5 The assembly of the combination tool is shown on page 10. To raise me poim oi 
impact turn the front sight post clockwlge. To lower the point of impact I urn the front 
sight post counterclockwise 



CLEANING EQUIPMENT STORAGE 

The AKS accessory HU Is slored wilhin the bullstocH oi the Stenderd AKS, and a a 
loose accessory with Ihe Eoldmg AKS. To remove ihe accessory HSt trom the Standard 
AKS. depress Ihe Bultplate Cap with the Index finder the amount necessary for ihe 
accessory case to he ejected Irom ihe bull slock by the Bullpiale Spring The cleaning 
rod is stored beneath Ihe barrel ol bolh noodels and can be removed by puUmg the 
cFeaning rod head oul and upward from its retainer. The gas port reamer is an L shaped 
tool provided as a loose accessory with each AKS, 

To prepare the cleaning rod to clean the bore. Ihe accessary case musi be attached lo 
the cleaning rod a$ follows; 

1 In seri i he smal I end ol the cleaning rod I hroirgh the targe hole in I he accessory cai^e 
so I hat Ihe head of the cleaning rod passes inside Ihe accessory case and btitis 
against ihe case wall. (See Figure B ) 

S'. Insiall the accessory case cap on Ihe cleaning rod wilh the open end up 

Insiall the jag or brush on Ihe i breaded end of I ho cleaoing rod (See Figure B lo 
install jag wilh combinal ion loot-|l 

4. }r>sert I be combi nol ion lool inlo the aces$gry cast above the cleaning rod head 




Figured 

INSTALLING JAG ON GLEANING HOD 
WITH COMBINATION TOOL. 



CLEANING ^00 
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CLEAN BORE 




ACCESSORY CASE 
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t Cleaning rod 

B Small Hole f 

5 I Usewilh combinaiipn tool 

D Small Slot J 



E. Notch 
F Hole lor 
cleaning rod 
G. Lock lever slot 




Figure 7 





Figures' Figure iO 

To use !fie lool as a hey for removing Jnslallirtg or adjusting the front sight, the screw' 
driver blade is inserted into the notches in the accessory case (through the long notch 
(c) and the short notch (dj. (See Figure 9 .) 

To use the tool as a screvvd river, the hey Is Inserted onto the accessory case nolches 
(through the long notch (c) ar>d the Short notch (d). (See Figure lOT 



DISASSEMBLY 

The correct procedure lor disassennoiy of your rifle follows: 

1 ee CERTAIN THE RIFLE IS UNLOADED AND THE SAFETY IS IN THE ON SAFE" 
POSITION. 

2 . Remove the maga2lne by pushin>g forward on I he magazine latch while pulling the 
magazine down and out o( (he receiver. {See Fig. 1 1 .) 




Figure 1i 



3. Push lorvvard On Ihe action return spring retaining block and 1EM Ihe ac:1ion< cover 
Ifom Ihe receiver. (See Fig .12) 




Figure 12 



4. Remove the action return spring retaining block by pushing lorward to dear Ihe 
receiver slot and lifting up. Once the action spring retaining block has been 
released^ draw the action return spring assembly lo the rear and remove. (See Fig. 13.) 




Figure 13 



5. Place the Safety in the "Of I Safe" position and draw the bolt carrier assembly 
completely to the rear and out oMhe receiver. (See Fig. 14 .) 




Figure 14 




Disassemble Ihe boK by us4ng thie knock t>u1 rod on the combi nation tool of a pin 
punch ol corfoci size. First rerrdvp the firinig pin relaining pin. (See tigure 16.)i This 
will allow the firing pm lo he removed from I he rear of the bolt Nenl. remove I he 
exiraclor relainer pin. (See figure 17.) This will allow the exiraclor and exiraclor 
Spring to be removed. When disassembling the bolt note I he alignmer^l of I he eX’ 
iraclor pin. When re assembling, ihe notch in the extractor pin must be replaced 
exactly as famoved to allow the firir^g pin relaining pin lo be replaced 



Figure 16 





8. To remove the upper handguard with gas cylinttoj- lift up on Iha lock lever located on 
(he rig hi side of ihe rear sigh I until it will allow the upper hand^guard with gas 
cylinder to be removed. (See figure I8a.l 




NOTE: if the lock lever is extremely light, the accessory case may be used to aid in 
releasing lock lever. (See Figure I8b.]i 




Figure tfib 




To Ihe compensator, u&e (he scfewdriwer end of iha comomation joo( lo 

depress The cornpenaaTor look while lurning Ihe compensator clockwi&e off fhe 
barrel. 



CLEANIMG 

The correct procedure for cleaning your disassembled rifle follows; 

1 Inaeri the gas porl reamer into the gas port of ihe AKS- (See (tgure 20.J Turn clock 
wise until fouling is removed. 



2 . Using the Cleaning red with jag and paich eneugh srvejg lit in bort. insert rod and 
patch in barrel Ircrti the muzzle end. Allow the accessory case cap to cover the 
muzzle and align the cleaning rod on I he bore The accessory cap will help preveni 
the cleaning rod from striking the crown oT the muzzle [^mage to this area can 
adversely at loci the accuracy of the rllFe. 

3. Inspect the chamber and bore tor powder fouling. A normal amount ol powder 
residue can oe expected and is not serious. It can usual ty be removed by repealing 
Step Number 1 , using a patch saturated with nltro-solvent. If or when* fouling should 
become heavy, it can be removed with the bore brush. Dip the brush in nliro-soiveni 
and scrub the chamber and bore until the touting is removed. To prevent bristles 
Irom breaking off. the brush should be pushed compleleiy through the bore before 
being withdrawn. 

4 Alter looting has been removed, the bore should be wiped dry ai^ then a slightly 
oiled patch run through it tor preservation. 

5. The gas cylinder, bolt, bolt carrier with gas pisloh, action spring and action cover 
should be wiped off wlib a clean cloth. Any dried oil or fouling in these areas should 
be removed. Follow ihis cleaning by applying a very light film of oil on bolt. boH 
carrier and action spring. The gas piston and gas cylinder should be free of all traces 
01 oil. Oo not pour large quantities of on Into the receiver. 

$. Wipe all exposed metal surfaces with an oiled cloth, making sure to wipe gun 
Clean of an linger marks where moisture will accumulale. Ordinary good Judgemervi 
will, ol course, indicate lhat ihe metal of the gun should receivea light Him ol oil any 
time the gun has been exposed to adverse weather or handling. 



MAGAZINE DIS ASSEMBLY 




FigureZf 

To disassemble the magazine for cleaning, use the knock out rod of the Combination Tool. 
Depress Ihe magazine spring botiom retainer and slide the magazine bottom plale from 
the magazine housing. 

(OautlonL Wear safely glasses when disassembling the magazine.^ 



mag-pac magazine exchange system 




Figure 22 



To assemble, install ttie two round head 
screws through ihe tides In the first bracket, 
into the two holes wllhout bushings and 
llghlen. Then place two magazines in position 
and snap the top retainer bracket Jnlo place 
and secure with two thumb screws. 



2 ' 30 rd. magazines assembled with MAG-PAG 
on the AKS Folding Slock Model. 




Figure 23 



SLING 




Figure 24 Sling at tached to AKS 




Figure 25 Attach! ng I he Kni re hayonel 




REASSEMBLY 

Re«$$«mbiy is |u»1 rtver» of steps for disassembly. The compensaior is replaced 
by turning M on the muzzle counter-clockwise and ts retained by the compensator lock. 
The upper haiTdguard with gas cylinder is replaced and locked. Next, assemble the boll 
by replacing Ihe extractor, extractor spring and extractor retainer pin. Now* place the 
tiring pin in.lo the bolt and retain it with the fifing pin relaintng the pin, Nexi, replace Ihe 
bolt into the bolt carrier assembly. The bolt carrier with gas piston is next Inserted Into 
the rear of the gas cylinder. Alter Insertion^, the bolt carrier with bolt, is depressed into 
Ihe receiver rails and smartly pushed forward by the bolt operating handle The action 
return spring is now inserted into the rear of Ihe bolt carrier end securely locked into the 
rear of the receiver. The aclion cover is replaced next. The action cover must (il properly 
In the groove below the rear sight and be held In position by the action return spring 
retaining block. 
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PARTS LIST 



501 A. 
5010 . 
501C . 
601D . 
501E . 
501F .. 
5016 . 
501H . 
501J.. 
B02A . 
502B . 
502C . 
502D . 

502 E . 
502F . 
502G . 

503 . . 
5CW .. 

505.. 

506.. 

507 .. 

508 .. 

509.. . 
509A . 
5090 . 
510, . 

511 .. 

512 , . 

513 . . 

514.. . 

515. . . 
516 . . 

517.. . 
51B .. 

519.. . 
519A. 
51 9B . 
5I9C . 
520 . . 

521 .. . 

522.. 
523 .. 



Buustock, Standard 

Butt Plate (Std. Model! 

Butt Plate Screws (Std. Model I 

Butt Plate Cap (Std. Model! 

............. Butt Plate Cap Spring I Std.) 

Butt Plate Spring (Oiler Removal! 

. , , , ^ . Buttstock Sling Swivel (Std. Model) 

Buttstock Sling Swivel Screw I Std.) 

Buttstock Tang Screw (Std. Mode!) 

Receiver & Trigger Guard Compl. (Folding) 

. . . Receiver &. Trigger Guard Compl. (StdJ 

Lock Lever j Gas Cylinder 

Gas Connector 

Barrel 

Front Sight Ramp 

Buttstock, Folding 

Actior> Cover 

Grip 

, Grip Screw Washer 

Grip Screw 

* Grip Screw Nut 

Lower Mandguard 

Upper Hand Guard Compl. 

Upper Hand Guard 

Gas Cylinder 

Compensator 

Compensator Lock 

Compensator Lock Spring 

Compensator Lock Pin 

............. Front Sight Adjusting Block 

Front Sight Post 

Cleaning Rod 

Rear Sight 

Rear Sight Spring 

... Rear Sight Adjusting Slide Assy. 

Rear Sight Adjusting Block 

Rear Sight Adjusting Siide Spring 

Rear Sight Adjusting Slide Insert 

. * . . Gas Piston 

................ Gas Piston Retaining Pin 

Bolt Carrier 

Bolt 






* . * Fifing Pin 

...HI ..... H, ...... . Firing Pin Retaining Pin 

. Extractor 

„ . Extractor Spring 

.................. Extractor Retainer Pin 

................... Front Guide Retainer 

................... Action Return Spring 

........ Front Action Return Spring Guide 

Action Return Spring Guide 

■ » ^ ^ ■ » * ■ » * Trigger 

...... .Trigger Pin 

..... Sear 

. ... ...................... . Sear Spring 

Hammer 

— Hammer Spring 

‘. Hammer Pin 

................... Magazine Latcli 

Magazine Latch Spring 

Magazine Latch Pin 

........ Safety Laver 

.......... Hammer & Trigger Pin Retainer 

............. Magazine (30 Shot Compi.) 

...... Magazine (5 Shot Compl.) 

Magazine Spring 
........ Magazine Spring Bottom Retainer 

Magazine Bottom Plate 

Cartridge Fotlower (30 shot} 
Cartridge Fdltower i5 shot) 




WEAPON MARKINGS 
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